
TYPICAL PUBLIC STREET SECTION
RESIDENTIAL (28' F-F)

STR-1

RESIDENTIAL (28' F-F)

R/W
30'

14'
0.024'/FT

14'
30'

10' 5'
3% 1.5%

R/W

1'

0.5'
6" CONCRETE

4" CLASS 5
GRAVEL BASE
(VIRGIN)

1.5" TYPE SP 9.5 WEARING COURSE MIXTURE (3, C)
[SPWEA330C] - SPECIAL
2.0" TYPE SP 9.5 WEARING COURSE MIXTURE (3, C)
[SPWEA330C]
8" CLASS 5 AGGREGATE BASE (VIRGIN)
SUBGRADE EXCAVATION AND AGGREGATE  BACKFILL AS
DIRECTED BY THE ENGINEER (IF NECESSARY, 12"MIN.
THICKNESS REQUIRED)

NOTES:

2.  R.O.W. TO BE 0.31' ABOVE DESIGN CL ELEVATION.
1.  TOP OF D428 CURB IS 0.03 BELOW DESIGN CL GRADE.

CL

D428 CONCRETE
CURB & GUTTER

3%1.5%
10'6'

PLATE NO.

STANDARD DETAILS

COTTAGE GROVE, MINNESOTA

JANUARY 2022


